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Smart  Outdoor  Monitoring  

Solution  Provider

Who we are

SY Electronic  Technical  Co.,Ltd.

World  Leading

Serve top  trail  camera  brands  

across  80 countries  worldwide

Established in 2004, Sifar is a company that integrates R&D and manufacturing. Over the past 20 years, we have focused on 

video products, evolving from our first webcam to PIR detection cameras, and now to outdoor observation cameras. We 

offer a range of product solutions tailored to meet the customization needs of various clients. With extensive experience in 

ODM business, we have built a robust supply chain system to provide comprehensive and valuable international trading 

services.

Our years of R&D efforts have positioned us as one of the few solution providers and manufacturers capable of delivering 

stable, high-quality products. Our mission is to create the most reliable product tools for our clients and users.

2004 Company Establishment. Launched our first mass-market

monitoring products

2005 The 1st company developed PIR motion detection camera & 

server camera NVR

2010 The 1st company developed GPRS trail 

camera

2016 Released the 1st 4G trail camera and became the leading manufacturer 

in EU market

2021 Became the global leader in trail camera 

sales volume

2024 The 1st company developed 4K & self-trained AI 

bird camera

2025 Developed smart binoculars & thermal imaging 

with AI



Customer  Oriented  

Service

What we do

All -in-one  solution  for  deep  customization

Thermal imaging

Smart 
Binoculars

Trail 
Camera

Bird 
Camera

SMART 
CAMERA

&
OPTICS 

TECHNOLOGY

SIM Card

Select SiFar collaborated network or your own 

network operators

Service

Seller dashboard, logistics, and technical support 

(included/optional)

App

Full-scale customization

Cloud

SiFar Cloud or we help you build YOUR OWN cloud 

service

Deep Customization

Camera

Full-scale customization



Strong  End-to-end  Integration  

Capabilities

Our  Strengths

Class -leading  8 chip  solutions  for maximum product differentia- 

tion

100+ R&D team  members  for fast customization of camera, App 

and server

5 AI technology  in images and animal ID for the best user-experi- 

ence

300K reliable monthly production capacity for on-time delivery in 

any condition

Strong  end-to-end  integration  capabilities , spanning ID design, 

camera and app development, mass production, global logistics, 

and after-sales service

Rocky  Mountain  National  Park  

Wildlife  Monitoring  Project

Yellow  Stone  - Animal  Ecological  

Environment  Monitoring  Project

20Years

ODM&OEM Experience

100+

R&D Team  Members

8
Chip  Solutions

28
Property  Rights

5
AI Breakthroughs

300k

Monthly  Capacity

Our Strengths and Cases

From  fast  innovation  to  reliable  production



TRAIL CAMERA



RH60 W600

HiF-AP RH60 & HiF-Cam W600
Works  Anywhere  without  4G Signal

32MP

Image Quality

5 Pics

Multi Shot

20M

Detection Range

2.4GHz & 5.8GHz

Wireless Signals

10 cameras

1 AP Device supports

IP67

Weatherproof

0.4s

Trigger Speed

1KM

signal range coverage

USA MARKET 

ONLY



RH60&W600
INTRODUCTION

The HiF system includes AP devices, cameras, servers, and an app, working together for PIR triggering,  image/video capture, storage, 

data transmission, and result display. The AP device acts as the central hub for data transmission, linking to the server via wired.

USA MARKET 
ONLY

Cloud  Server Home Network

0.6 Miles (1km) Visual Range

1/4 Miles (400m) in The Forest

APP

HiF-AP Device

HiF CameraCamera

Camera

Camera

Camera



RH60&W600
FUNCTIONS

Antenna

IR LED

Lens

Device 
Status

Motion 
Detection

Wi-Fi Antenna

Network Button

SlM & SD Cards Slot

WAN/LAN Port

Status Indicator  
Wi - Fi Indicator  
4G Indicator
HiF - Network Indicator

DC Power Port

Grounding port

USA MARKET 
ONLY



RH60&W600
TECHNICAL  

SPECIFICATIONS

Connectivity Modes

Wi-Fi Frequency

Signal Range

Max Connected Devices

Mesh Networking

Storage

Power

Waterproof

Operating Temperature

Operating Humidity

HiF-AP RH60

Wired

2.4GHz & 5.8GHz

Up to 1km (line of sight) /  400m (in forested areas)

1 AP Devices + 10 Cameras

Support (expands coverage and enhances connectivity)

Micro SD

DC 12V 2A (4.0 x 1.6 mm) /  PoE (Power over Ethernet)

IP67

-25ÁC ~ 65ÁC

5% ~ 90%

Photo Size

Multi Shot

Video Size

Live Stream

Trigger

DFOV

IR LED

Screen

Wireless

Storage

Up to 32M (Storage)

Up to 5P

Up to 1080P 5~59s

Support

0.4s, 20m

60Á

940nm, 60pcs

2.0" RGB TFT

Wi-Fi 5 (2.4GHz /  5.8GHz), Bluetooth 5.0

SD (up to 128GB)

Wild Farm /  Ranch Construction Site

USA MARKET 
ONLY

HiF-Cam W600

Power

Waterproof

Operating Temperature

Operating Humidity

6AA /  12AA /  DC 12V 2A (4.0 x 1.6 mm)

IP66

-20ÁC ~ 55ÁC

5% ~ 90%



TRAIL CAMERA

T4.0-CG
Willfine's  Best  Value  Flagship  Trail  Camera Better  User Experience,  

Better  Performance,  All  At  A More  Affordable  Price

32MP

Image Quality

1080P

Video with Sound

20M

Detection Range

0.3s

Trigger Speed

940nm

Infrared  Technology

SMTP(s)/FTP(s)

Transmit Options

IP66

Weatherproof

GPS

Location Pin

2.0"TFT

Color Screen



T4.0-CG
TECHNICAL  

SPECIFICATIONS

DFOV

F No.

Trigger Time

4G Module

SD Card

SIM Card

USB Port

DC Port

Photo Size on 
SD Card

Photo Size for 
Sending

Multi - shot

Photo

5MP/8MP/12MP
24MP/32MP

Small/Bigger/Original

1P/2P/3P/4P/5P

FW Update

SD Card Update Support

Memory

Local Storage SD Card 8GB - 128GB
(Require formatting 
for 64GB & 128GB)

Screen

LCD 2.0òTFT

iOS/Android  APP

iOS/Android APP ñTrailCameraò 

iOS/Android System Support

Video  & Audio

Video Size on WVGA/HD/FHD 
SD Card

Video Size for WVGA/HD/FHD 
Sending

Microphone Support

Trigger  Time

300ms

Day and  Night  Detection

Day Mode Color

Night Mode Black - and - White

Lens

60Á or 100Á

F/2.0 or F/2.4

Wireless  Mode

4G LTE

Power  Supply

Battery Supply 12AA

DC Supply 12V

Interface

Standard SD Card Slot

Standard SIM Card Slot

Type-C

Support

Environment

Waterproof spec IP66

Operating -20ÁC - 55ÁC 
Temperature

Storage -25ÁC - 60ÁC 
Temperature

Operation Humidity 5% - 90%

Storage Humidity 40% - 60%

Certification

Certification

FCCḞCEḞRoHS

Weight  & Dimensions

Camera Weight 363g 
(excluding antenna)

Camera Size 152mmx116mmx72mm 
(excluding antenna)

PIR Range

PIR Angle

Light Sensor

Temperature

Ambient

Maximum support 
of 20m

60Á or 100Á

Support

Support



T4.0
-
TRA
C
IL CA
S
MERA

T4.0-CS
Willfine's  Best  Value  Flagship  Trail  Camera Better  User Experience,  

Better  Performance,  All  At  A More  Affordable  Price

32MP

Image Quality

1080P

Video with Sound

20M

Detection Range

0.3s

Trigger Speed

940nm

Infrared  Technology

GPS

Location Pin

4G LTE

Transmit Options

IP66

Weatherproof

Status 
Management

Device 
Management

Album 
Management

2.0"TFT

Color Screen



T4.0-CS
TECHNICAL  

SPECIFICATIONS

DFOV

F No.

Trigger Time

4G Module

SD Card

SIM Card

USB Port

DC Port

Photo Size on 
SD Card

Photo Size for 
Sending

Multi - shot

Photo

5MP/8MP/12MP
24MP/32MP

Thumb/HD

1P/2P/3P/4P/5P

FW Update

SD Card Update Support

Memory

Local Storage SD Card 8GB - 128GB
(Require formatting 
for 64GB & 128GB)

Screen

LCD 2.0òTFT

iOS/Android  APP

iOS/Android APP ñTrailcam Ace ò 

iOS/Android System Support

Video  & Audio

Video Size on WVGA/HD/FHD 
SD Card

Video Size for WVGA/HD/FHD 
Sending

Microphone Support

Trigger  Time

300ms

Day and  Night  Detection

Day Mode Color

Night Mode Black - and - White

Lens

60Á or 100Á

F/2.0 or F/2.4

Wireless  Mode

4G LTE

Power  Supply

Battery Supply 12AA

DC Supply 12V

Interface

Standard SD Card Slot

Standard SIM Card Slot

Type-C

Support

Environment

Waterproof spec IP66

Operating -20ÁC - 55ÁC 
Temperature

Storage -25ÁC - 60ÁC 
Temperature

Operation Humidity 5% - 90%

Storage Humidity 40% - 60%

Certification

Certification

FCCḞCEḞRoHS

Weight  & Dimensions

Camera Weight 363g 
(excluding antenna)

Camera Size 152mmx116mmx72mm 
(excluding antenna)

PIR Range

PIR Angle

Light Sensor

Temperature

Ambient

Maximum support 
of 20m

60Á or 100Á

Support

Support



TRAIL CAMERA

T5.8-CG
Exceptional  Image  Quality  in  a Compact,  User-friendly  Design

32MP

Image Quality

1080P

Video with Sound

20M

Detection Range

0.3s

Trigger Speed

940nm

Infrared  Technology

4G LTE

Transmit Options

IP66

Weatherproof

GPS

Location Pin

2.4"TFT

Color Screen



T5.8-CG
TECHNICAL  

SPECIFICATIONS

DFOV

F No.

Trigger Time

4G Module

SD Card

SIM Card

USB Port

DC Port

Photo Size on 
SD Card

Photo Size for 
Sending

Multi - shot

Photo

5MP/8MP/12MP
24MP/32MP

Small/Bigger/Original

1P/2P/3P/4P/5P

FW Update

SD Card Update Support

Memory

Local Storage SD Card 8GB - 128GB
(Require formatting 
for 64GB & 128GB)

Screen

LCD 2.4òTFT

iOS/Android  APP

iOS/Android APP ñTrailCameraò 

iOS/Android System Support

Video  & Audio

Video Size on WVGA/HD/FHD 
SD Card

Video Size for WVGA/HD/FHD 
Sending

Microphone Support

Trigger  Time

300ms

Day and  Night  Detection

Day Mode Color

Night Mode Black - and - White

Lens

60Á or 100Á

F/2.0 or F/2.4

Wireless  Mode

4G LTE

Power  Supply

Battery Supply 8AA

DC Supply 12V

Interface

Standard SD Card Slot

Standard SIM Card Slot

Type-C

Support

Environment

Waterproof spec IP66

Operating -20ÁC - 55ÁC 
Temperature

Storage -25ÁC - 60ÁC 
Temperature

Operation Humidity 5% - 90%

Storage Humidity 40% - 60%

Certification

Certification

FCCḞCEḞRoHS

Weight  & Dimensions

Camera Weight 260g 
(excluding antenna)

Camera Size 128mm*96mm*76mm 
(excluding antenna)

PIR Range

PIR Angle

Light Sensor

Temperature

Ambient

Maximum support 
of 20m

60Á or 100Á

Support

Support



T5.8
-
TRA
C
IL CA
S
MERA

T5.8-CS
Exceptional  Image  Quality  in  a Compact,  User-friendly  Design

Status 
Management

Device 
Management

Album 
Management

32MP

Image Quality

1080P

Video with Sound

20M

Detection Range

0.3s

Trigger Speed

940nm

Infrared  Technology

GPS

Location Pin

4G LTE

Transmit Options

IP66

Weatherproof

2.4"TFT

Color Screen



T5.8-CS
TECHNICAL  

SPECIFICATIONS

DFOV

F No.

Trigger Time

4G Module

SD Card

SIM Card

USB Port

DC Port

Photo Size on 
SD Card

Photo Size for 
Sending

Multi - shot

Photo

5MP/8MP/12MP
24MP/32MP

Thumb/HD

1P/2P/3P/4P/5P

FW Update

SD Card Update Support

Memory

Local Storage SD Card 8GB - 128GB
(Require formatting 
for 64GB & 128GB)

Screen

LCD 2.4òTFT

Video  & Audio

Video Size on WVGA/HD/FHD 
SD Card

Video Size for WVGA/HD/FHD 
Sending

Microphone Support

Trigger  Time

300ms

Day and  Night  Detection

Day Mode Color

Night Mode Black - and - White

Lens

60Á or 100Á

F/2.0 or F/2.4

Wireless  Mode

4G LTE

Power  Supply

Battery Supply 8AA

DC Supply 12V

Interface

Standard SD Card Slot

Standard SIM Card Slot

Type-C

Support

Environment

Waterproof spec IP66

Operating -20ÁC - 55ÁC 
Temperature

Storage -25ÁC - 60ÁC 
Temperature

Operation Humidity 5% - 90%

Storage Humidity 40% - 60%

Certification

Certification

FCCḞCEḞRoHS

Weight  & Dimensions

Camera Weight 260g 
(excluding antenna)

Camera Size 128mm*96mm*76mm 
(excluding antenna)

PIR Range

PIR Angle

Light Sensor

Temperature

Ambient

Maximum support 
of 20m

60Á or 100Á

Support

Support

iOS/Android  APP

iOS/Android APP ñTrailcam Ace ò 

iOS/Android System Support



G100
AI-Powered  Precision  Alert  with  100Á Wide  Coverage  

ï Effortless  Monitoring,  Anytime,  Anywhere.

12MP

Image Quality

2.7K

Video Resolution

100Á

Wide Angle

0.4s

Trigger Speed

1080P

Live Stream

5000mAh

Rechargeable Battery

Two-way

Audio

90dB

Alarm Siren

100Lumin

White LED

Smart 

Notifications

Smart 

Activity Zone

Smart Working 

Timer

OUTDOOR SECURITY CAMERA



G100
HIGHLIGHTS

AI Smart  Alerts  for  What  Matters  Most

Get notified only for the events that matterðhumans, vehicles, and more. 

Reduce false alerts, save time, and focus on whatôs important.

100Á Ultra -Wide  Coverage

Monitor a larger area with fewer cameras, ensuring comprehensive 

surveillance with every unit.

Flexible,  Anywhere  Placement

With rechargeable batteries and 4G connectivity, the G100 can be installed 

anywhereðno wires, no limits.



G100
FUNCTIONS

Antenna

Detection

Infrared  Lights

White LED Lights

Lens

Indicator  Lights

Mic

Power Button

Rechargeable 

Battery Pack

Reset Button

SIM Card Slot

Test Capture

QR Code Label

Indicator  Lights

Micro SD Card Slot


