






K800
FUNCTIONS

Mic

Device 
Management

Album 
Management

Live 
Feeding

USB - C Port

Reset

PIR Sensor

Power

Indicator Light

1/4'Nut for Mounting



BK800
TECHNICAL 
SPECIFICATIONS

Power Supply

Battery Supply

DC Supply

3.7V, 3000mAh

5V

Video & Audio

Video resolution

Sent Video Size

Microphone

4K/2K/720P

4K/2K/1080P/720P

Support

Transmission Mode

Remote Control

TCP

HTTP(s)

MQTT

Support

Support

Support

Support

Waterproof spec

Operating 
Temperature 

Storage 
Temperature

Operation Humidity

Storage Humidity

IP66

-20°C - 55°C

-25°C - 60°C

5% - 90%

40% - 60%

Environment

Weight & Dimensions

Weight

Dimensions

Camera: 140g (Include 
Internal WIFI Antenna)

Camera: 5.90*5.90*
6.28(cm)

Ambient

PIR Angle: 80°

Range: Maximum 
support of 2m

LED

Indicator Light 1pcs; Status Indicator: 
Green/Yellow/
Red 3 - Colored LED

FW Update

USB Update

OTA Update

Support

Support

Memory

Local Storage

Cloud Storage

Internal Storage
(EMMC)：64GB

Support

iOS/Android APP

iOS/Android APP

iOS/Android System

“BirdKam”

Support

Photo

Stored Photo Size

Send Photo Size

3MP/8MP/16MP/32MP

3MP/8MP/16MP/32MP

Trigger Time

Trigger Time 400ms

Day and Night Detection

Day Mode

Night Mode

Color

Black - and - White

Lens

DFOV

F No.

94°

F/4.0

Wireless Mode

WiFi

Bluetooth

WiFi; 2.4GHz/5GHz

Support

Interface

USB Port

DC Port

Type-C

Support

Certification CE; FCC ID; FCC SDOC; 
RoHs; MSDS; 
UN38.3; IP66

Certification

Capture Mode

Capture Mode

Zoom

Photo/Video/Photo+
Video/Slow Motion

1 - 4X



K750

K750

SMART BIRD FEEDER CAMERA

Discover Nature in Stunning 4K with SONY 8MP Sensor

10000mAh
Rechargeable Battery

Live
Stream

IP66
Waterproof

Two-way
Audio

Real-time
Notification

2.4GHz/5GHz
Wi-Fi



K750
HIGHLIGHTS

24/7 Real-time View Live Streaming
Round - the - clock real - time visuals. With fast 
data and stable streams, enjoy clear views 
anytime

Full-Color Night Vision
Provides vivid full-color images at night 
for clear views in diverse scenariosOur advanced AI can identify over 10,000 bird 

species with 95% accuracy and send push 

notifications directly to the app

Birds



K750
FUNCTIONS

Antenna Device 
Management

Album 
Management

Live 
Feeding

PIR Sensor

Lens

Speaker

Mic

LEDs

Light Detector 
and Power Indicator



K750
TECHNICAL 
SPECIFICATIONS

Power Supply

Battery Supply

DC Supply

3.7V, 10000mAh

5V

iOS/Android APP

iOS/Android APP

iOS/Android System

“BirdKam” 

Support

Trigger Time

Trigger Time 400ms

Day and Night Detection

Day Mode

Night Mode

Color

Color

Interface

SD Card

USB Port

TF Card

Type - C

Interface

Local Storage

Cloud Storage

SD Card：8GB - 32GB

Support

Lens

DFOV

F No.

94°

F/4.0

Wireless Mode

WiFi

Bluetooth

WiFi; 2.4GHz/5GHz; 

Support

Capture Mode

Capture Mode Photo/Video/Photo+
Video

Photo

Stored Photo Size

Send Photo Size

Multi-shot

3MP/8MP/16MP/32MP

3MP/8MP/16MP/32MP

1P/2P/3P/4P/5P

Video & Audio

Video resolution

Sent Video Size

Microphone

4K/2K/1080P/720P

1080P/720P

Support

Ambient

PIR Angle: 80°

Range: Maximum 
support of 2m

Transmission Mode

Remote Control

TCP

HTTP(s)

MQTT

Support

Support

Support

Support

Waterproof spec

Operating 
Temperature 

Storage 
Temperature

Operation Humidity

Storage Humidity

IP66

-20°C - 55°C

-25°C - 60°C

5% - 90%

40% - 60%

Environment

Weight & Dimensions

Weight

Dimensions

Camera: 407g (Include 
WIFI Antenna)
Camera+Feeder: 2.35kg

Bird feeder: 
20.0*24.6*34.5(cm)
Extended stand: 
20.0*18.6*1.50(cm)

LED

Indicator Light 1pcs; Status Indicator: 
Green/Red 
Bi-Colored LED

1pcs; Power Indicator:
Green/Red 
Bi-Colored LED

Certification CE; FCC ID; FCC SDOC; 
RoHs; MSDS; 
UN38.3; IP66

Certification



K600

K600

SMART BIRD FEEDER CAMERA

A Precise and Rapid Specialist in Bird Identification

5000mAh
Rechargeable Battery

Live
Stream

IP66
Waterproof

Two-way
Audio

Real-time
Notification

2.4GHz/5GHz
Wi-Fi



K600
HIGHLIGHTS

24/7 Real-time View Live Streaming
Round - the - clock real - time visuals. With fast 
data and stable streams, enjoy clear views 
anytime

Slow-Motion Photography
Industry leading slow-motion feature to 
capture every bird's flocking wings in 
motion

Our advanced AI can identify over 10,000 bird 

species with 95% accuracy and send push 

notifications directly to the app

Birds



K600
FUNCTIONS

Solar Roof

Device 
Management

Album 
Management

Live 
Feeding

PIR Sensor

Mic

Speaker

Lens



K600
TECHNICAL 
SPECIFICATIONS

Power Supply

Battery Supply

DC Supply

Solar Panel

5000mAh

5V

2.5W*2

iOS/Android APP

iOS/Android APP

iOS/Android System

“BirdKam” 

Support

Trigger Time

Trigger Time 400ms

Day and Night Detection

Day Mode

Night Mode

Color

Black - and - White

Interface

SD Card

USB Port

TF Card

Type - C

Interface

Local Storage

Cloud Storage

SD Card：8GB - 128GB

Support

Lens

Field of View 130°

Wireless Mode

WiFi

Bluetooth

WiFi; 2.4GHz/5GHz; 

Support

Capture Mode

Capture Mode Photo/Video/Photo+
Video

Photo

Stored Photo Size

Send Photo Size

Multi-shot

3MP/8MP/16MP/32MP

3MP/8MP/16MP/32MP

1P/2P/3P/4P/5P

Video & Audio

Video resolution

Sent Video Size

Microphone

4K/2K/1080P/720P

1080P/720P/480P

Support

Ambient

PIR Angle: 80°

Range: Maximum 
support of 2m

Transmission Mode

Remote Control

TCP

HTTP(s)

MQTT

Support

Support

Support

Support

Waterproof spec

Operating 
Temperature 

Storage 
Temperature

Operation Humidity

Storage Humidity

IP66

-20°C - 55°C

-25°C - 60°C

5% - 90%

40% - 60%

Environment

Weight & Dimensions

Weight

Dimensions

992g

24.89*25.15*30.99(cm)

LED

Indicator Light 1pcs; Status Indicator: 
Green/Red 
Bi-Colored LED

1pcs; Power Indicator:
Green/Red 
Bi-Colored LED

Certification CE; FCC ID; FCC SDOC; 
RoHs; MSDS; 
UN38.3; IP66

Certification



ACCESSORIES



SP700

SP700
SOLAR CHARGER

Powerful Solar Panel, Enhanced Efficiency and Best Value-For-Money

Interface

Input

Output

N/A

DC(4.4x1.6mm) , 
5V/ 1A

Environment

Operation 
Temperature

Storage 
Temperature

Operation 
Humidity

Storage 
Humidity

-20°C to 55°C

-25°C to 60°C

5% - 90%

40% - 60%

Mechanical

Dimensions

Weight

236mm*
136mm*25mm

247g

5W(±5%)
Solar Charger Power

5V
Voltages

IP66
Dustproof and Waterproof



SP100 Pro

SP100
Pro

SOLAR CHARGER

Powerful Solar Panel, Enhanced Efficiency and Best Value-For-Money

2500mAh 
Lithium Battery

3W(±5%)
Solar Charger Power

7.4V
Voltages

IP66
Dustproof and Waterproof

Interface

Input

Output

USB Type-C 5V

DC 12V

Environment

Operation 
Temperature

Storage 
Temperature

Operation 
Humidity

Storage 
Humidity

-20°C to 55°C

-25°C to 60°C

5% - 90%

40% - 60%

Mechanical

Dimensions

Weight

142mm*
160mm*27mm

285g



SP200

SP200
SOLAR CHARGER

Efficient, Energy Saving and Environmental Protection

5000mAh 
Lithium Battery

5W(±5%)
Solar Charger Power

7.4V
Voltages

IP66
Dustproof and Waterproof

Interface

Input

Output

DC (4.4x1.6mm) , 
5V / 2A

DC (4.4x1.6mm) , 
12V / 1A (1.5A max)
DC (4.4x1.6mm) , 
6V / 1.5A (2A max)

Environment

Operation 
Temperature

Storage 
Temperature

Operation 
Humidity

Storage 
Humidity

-20°C to 60°C

-25°C to 65°C

5% - 90%

40% - 60%Mechanical

Dimensions

Weight

185mm*
170mm*27mm

450g



SP210

SP210
SOLAR CHARGER

Efficient, Energy Saving and Environmental Protection

5000mAh 
Lithium Battery

5W(±5%)
Solar Charger Power

7.4V
Voltages

IP66
Dustproof and Waterproof

Interface

Input

Output

Type-C, 5V / 3A；
9V / 2.2A；12V / 1.6A；
20W（MAX）

DC (4.4x1.6mm) , 
12V / 1A (1.5A max)
DC (4.4x1.6mm) , 
6V / 1.5A (2A max)
Type-C, 5V / 3A

Environment

Operation 
Temperature

Storage 
Temperature

Operation 
Humidity

Storage 
Humidity

-20°C to 55°C

-25°C to 60°C

5% - 90%

40% - 60%

Mechanical

Dimensions

Weight

185mm*
170mm*27mm

460g



M2.0

M2.0
MOUNTING BRACKET

Support Screws Installation, Compatible with SP200 Solar Charger

Connectivity technology

Load capacity

Material

Rotation angle horizontal

Rotation angle vertical

Shaft connection

3kg

ABS plastic and metal

180°

180°

M1.0

M1.0
MOUNTING BRACKET

Support Screws Installation, Compatible with SP100-Pro Solar Charger

Connectivity technology

Load capacity

Material

Rotation angle horizontal

Rotation angle vertical

Shaft connection

3kg

ABS plastic and metal

360°

90°



SMART BINOCULARS
THERMAL SCOPE



S7

S7
SMART BINOCULARS

AI-Powered 25X Zoom Stabilized Smart Binoculars

0.49-inch
Two AMOLED screens

Autofocus
Zooming

Live
streaming

10K+
AI bird recognition

6 hours
Powerful battery

GPS
Location Pin

IP66
Weatherproof

2.7K
Video



S7
HIGHLIGHTS Gyro Compass

Our binoculars can show the exact 
position of the place you just 
observed through our advanced 
gyroscope-based positioning 
device

Our AI offers 95% accuracy on more 

than 10000+ detected bird species. 

It offers instant response without 

any lag 

Birds Mammals

With 25x zoom stabilizer
Without 25x zoom stablizer



S7
FUNCTIONS

Device 
Management

Album 
Management

Live 
Feeding

Mode Selection 
Knob

Zoom In and 
Out Buttons

Power Button

Menu Button

Shutter Button



S7
TECHNICAL 
SPECIFICATIONS

Electronics

Battery life 6h

Lens

Objective lens

Magnification

Shortest 
focusing distance

40.8mm

Optical 1~25×

3m

Display

Display type

Exit pupil distanc

Interpupillary 
distance

Diopter

0.49‘’ AMOLED，
2×，1920×1080

10mm

55-70mm

-7~4+

Features

Objective lens

Video/image

Video resolution

Autofocus

Live-streaming 
feature

Image Stabilization

AI-based 
Recognition

Memory capacity

WIFI

Day, Night

Photo/Video

2688×1520

Yes

Yes

EIS

Yes
(bird 10K+, animal 30)

32GB/64GB

2.4G

Bluetooth

Interface

GPS

Compass

Gyroscope

Tripod 

Standby Mode

LRF

Yes

USB Type-C

Yes

Yes

Yes

Yes

Yes

can be customized

General

Protection type

Operating 
temperature range

Length × width 
× height

Weight

IP66

-25°C~55°C

17.8*15*8.7(cm)

980g



C8

C8
THERMAL SCOPE

Advanced Thermal Scope with 1000m Laser Rangefinder

640×512 
High Resolution

≤25mK
NETD

50Hz 
Fast Refresh Rate

12µm
Thermal Detector

Shot-Activated
Video Recording

10 hours
Working hours

PiP
Screen display modes

IP67
Weatherproof



C8
HIGHLIGHTS High-Precision Laser 

Rangefinder
Precise rangefinder with +/-1m 
deviation at 1000m

Adjustable Color Palettes
4 color palettes and 5 types of reticles

Now Comes with AI Recognition 

and Intelligent Tracking



C8
FUNCTIONS

Device 
Management

Device
Control

Live 
Feeding

Focus Ring

Power Button

Zoom Button

Diopter Adjustment

Menu Button

Photo/Video Button



C8
TECHNICAL 
SPECIFICATIONS

Sensor

Resolution

Frame rate

sensor NETD

system NETD

640×512/12µm

50Hz

≤30mK

≤25mK

Electronics

Battery life 10h (25°C)

Optics

Focal length

Detection range 
(object size 
1.8m×0.5m)

Field of view

Optical magnification

Maximum 
digital zoom

Diopter Adjustment

Eye relief

50/F1.0

2600m

7.2°×5.8°

2

1×, 2×, 4×

–5° + 5°

50mm

Display

Display type

Display resolution

AMOLED

1024×768, 
0.39inch

Features

FFC 
(flat field correction)

Palettes

Highest Temperature 
Spot Tracking

Intelligent tracking

AI - based Vehicle 
and Human 
Recognition

Reticle

Zeroing

Laser Range Finder

Picture in picture

Yes

Black Hot, White Hot, 
Red Hot, Fusion

Yes

Yes

Yes

5 types, 4 colors, on/off

Yes

Up to 1000m, 
±1m accuracy

Yes

Sleep mode

Internal memory

Video/image/live - streaming feature

Wi - Fi hotspot

Compass calibration and motion sensor

Max. Recoil

Yes

32GB eMMC

Yes

Yes

Yes

1200g/0.4msGeneral

Protection type

Operating 
temperature range

Length × width 
× height

Weight

IP67

-20°C~55°C

24.8*10.2*6.7(cm)

890g(including 
battery)



APP&AI



BirdKam APP

Album 
Management

Live 
Feeding

AI 
Features

Device 
Management



Trailcam Ace APP

AI 
FeaturesData Plan Management

AI 
FeaturesAlbum Management

AI 
FeaturesStatus Management

AI 
FeaturesDevice Management



Night Vision Colorization
Technology of Full Color for Night Vision, Supports 

Deployment on Cloud Server.

Without Night Vision Colorization With Night Vision Colorization



Animal Recognition

Animal Recognition algorithm is able to identify 20+ species:

and so on

Supports identification of three types of outdoor vehicles:

Flexible deployment on Mobile, device and cloud




