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Revision History

V1.0 Created Decade Will - 2026.03.13

Vi 1) Updated solar panel power specnflcatlon to 5W; Decade Will ) 2026.03.31
2) Updated accessory specifications

V1.2 1) Updated accessory specifications (TF card removed) Decade Will - 2026.03.31

Note: As of V1.2 the TF card is no longer included in the package. The packing list below reflects this change.
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1. Document Overview

1.1 Purpose

This document is used for the product introduction and description of SY Electronic Technology Co., Ltd.

1.2 Scope

Intended for use by the R&D and marketing personnel of SY Electronic Technology Co., Ltd.

1.3 Definitions and Abbreviations

Abbreviation

Full Name

mm (Chinese)

SY SY Electronic Technology Co., Ltd. gopoooooooooo
R&D Research & Development Center oooo
SPEC Standard Specification oooo
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2. Product Showcase

2.1 Product Form
2.1.1 ID Rendering

2.1.2 Front and Back Form Display (consistent structure; the actual camouflage color is subject to the
physical product)
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No. Iltem
1 Speaker
2 PIR Sensor
3 Lens
4 Microphone
5 TF Card Slot
6 Power Button / Status Indicator (integrated design)
7 Reset Button (with marking)
8 Type-C Charging Port (with waterproof / dustproof silicone plug)
9 1/4" Brass Insert
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2.2 Packaging Specifications

Item Class Specification Illustration
Camera Camera 1pc

Feeder Feeder 1 pc; complete feeder (including bottom connector)

Pearl pouch Pearl pouch 1 pc (for packing the camera)

USB Cable USB Cable 1 pc; 1 m; USB Type-A to Type-C plug, charging cable

Manual Manual 1 pc; camera user manual

Installation sticker

Installation sticker

1pc

Accessories Strap 1 pc; 1.8 m universal strap
Accessories Self-tapping screws 4 pcs
Accessories Expansion bolts 4 pcs
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3. Product Specifications

3.1 Basic Specifications

Image Sensor

1 Sensor 8 Megapixels CMOS
2 Aspect Ratio 16:9
Lens

1 DFOV 130°

2 F No. F/4.0

Wireless Mode

1 4G Module N/A

2 WiFi WiFi; 2.4 GHz / 5 GHz; IEEE 802.11 b/g/n and IEEE 802.11 a/n/ac
3 Bluetooth Support

4 GPS N/A

Note: The device itself supports Bluetooth network configuration, but Bluetooth is not covered by certification. Do not include any
Bluetooth-related marks or descriptions on the user manual or packaging.

Day and Night Detection

1 Day Mode Color
2 Night Mode -
Screen

1 LCD N/A

Motion Detection

1 Motion Triggered Infrared

2 Trigger Time 400 ms ~ 500 ms

Operating Modes

Camera Mode

Photo / Video / Photo+Video

Recording Length

10s / 20s / 30s / 60s (30s and 60s require a subscription plan)

Shooting Interval

OFF / ON (00:00:05 ~ 23:59:59)

Bird-Only Filter

OFF / ON

Flash at Night

OFF / Auto turn on at night

o 0 A~ W N |

Sleep Timer

OFF / ON (1 ~ 24 h)
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3.2 Performance Specifications

Photo

1 Stored Photo Size 3M (2304x1296) / 8M (3840%2176) / 16M (5376x3040) / 32M (7552x4256)
2 Send Photo Size 3M (2304x1296) / 8M (3840x2176)

3 HD Photo Appointment 16M (5376x3040) / 32M (7552x4256)

4 File Format JPG

Video

1 Encoding H.265

2 Audio Support

3 Stored Video Size HD (1280%720) / FHD (1920x1080) / 2K (2560x1440) / 4K (3840%2160)
4 Video Length 10s / 20s / 30s / 60s

5 File Format MP4

Firmware Update

1 OTA Update Support

Memory

TF SD Card: 8 GB ~ 32 GB. The exFAT file system is not supported; SD cards larger
1 Local Storage than 32 GB must be formatted via the camera's SD Format function before use. Supports
up to 128 GB SD card.

2 Cloud Storage Support

iOS / Android App

1 Name "Birdkam"

2 iOS / Android System Support

Ambient

1 PIR Angle: 120° (110° ~ 120°); Detection Range: maximum 1.5 m
2 Microphone Support

3 Speaker N/A

Interface

1 SD Card N/A
2 SIM Card N/A
3 USB Port Type-C
4 DC Port N/A

Transmission Mode

1 MSDC Support

2 Live Stream Support
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Power Supply

Battery Supply 3.7 V, 5000 mAh, built-in integrated lithium battery pack

2 Charge Supply Type-C port, 5V-2A

Operating Keys

Key Switch

2 Button Switch 1 pc; Power

1 Status Light (shares Power Light) 1 pc; Green / Red Bi-Colored LED

Weight & Dimensions

Weight <TBD>
2 Dimensions <TBD>
Solar Panel

1 Power 5W (2.5 W per side)

Environment

1 Waterproof spec 1P66

2 Operating Temperature -20°C ~ 55°C
3 Storage Temperature -25°C ~ 60°C
4 Operating Humidity 5% ~ 90%

5 Storage Humidity 40% ~ 60%

Certification

1 Certification FCC SDoC, FCC ID, UN38.3, CE
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4. Quick Start Guide

4.1 Usage Instructions

Step 1: Download and install the BirdKam App
Android phones: scan the QR code directly. iOS phones: go to the App Store, search for "BirdKkam", tap to download the
app, or scan the QR code below with your phone to download and install the app.

Step 2: Register and log in to a new account with the BirdKam App

Sign Up: Open the app and tap "Sign Up". Register using the user's personal email. Tap "Continue" to send the account
registration / verification code.

Sign In: Log in to the personal email used for registration, enter the registered email account and password, tap "Sign
In" to complete login.

Step 3: Add the camera

On the Camera page, tap the "+" icon at the top right to enter the camera addition page. Briefly press the camera's
power button to power it on. Follow the in-app guide to complete camera addition and binding. After binding, the app
automatically returns to the Cameras tab, where the added camera card is now visible.
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5. Device Operation and Indicator Description

5.1 Key Operation

Key

Power
Power
Power

Reset

Reset

Function

Power
Power
Power

Reset

Reset

Status Operation
Powered on Long press 3 s
Powered off Short press
Any state Double press
Powered on Long press 5's
Powered off Double press

5.2 Indicator Display

Indicator

Powered off

Green solid on

Green fast blink (0.5

s/cycle)

Green slow blink (1 s/cycle)

Yellow solid on

Yellow fast blink (0.5

s/cycle)

Yellow slow blink (1 s/cycle)

Yellow continuous slow

blink

Red / Yellow / Green
alternating fast blink (0.5

s/cycle)

Red solid on

Red slow blink (1 s/cycle)

Red fast blink (0.5 s/cycle)

Definition

Camera enters power-off state

Camera enters power-on state

Camera wakes / powers on and enters re-networking state
Camera performs Reset (restore factory settings)

Camera checks the software-upgrade condition (checks whether the
upgrade condition in internal storage is met; if met, performs the
upgrade; if not, ignores this Reset press)

Camera Status Indicator Display Definition

- All indicators remain off when powered off

All indicators remain off when powered
off

1) Camera not charging but self-check on

power-on is normal: green solid on, stays
- 2 minutes then off.
2) Camera charging and fully charged:

1) Not charging, normal self-check.
2) Charging and fully charged.

green solid on.

Camera is in WiFi network configuration WiFi network configuration in progress

Long press Power 3 s -> green slow blink
5 s then off; camera enters OFF state

Camera charging and not yet full: yellow

solid on

Camera performing Reset; yellow fast
blink 5 s then camera restarts

Powered on (no USB-C | Indicates no TF card inserted or TF card

to PC) abnormal

Entering power-off

Charging, not full

Reset in progress, then restart

No / abnormal TF card

Camera connected to PC via USB-C and

Powered on (USB-C to

HE) removed)

Camera is upgrading; auto-restarts after

upgrade

enters MSDC mode (stops when USB MSDC mode

Firmware upgrading

- Device hardware status abnormal Hardware fault

Server communication abnormal: red
slow blink persists

Server communication error

Camera detects low battery: red fast blink

state

SY Electronic Technology Co., Ltd.
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5.3 Software Feature List

(Abridged; details are subject to the App.)

Type Function Option Notes
If Slow motion is selected, only
Settings Camera Mode Photo / Video / Photo+Video / Slow motion Video Resolution 1080P can be
set
Settings Image Quality 3M/8M/16M/32M
Settings Video Quality 720P / 1080P / 2K / 4K
Settings Video Length 10s / 20s / 30s / 60s 30s an_d (.SOS require a
subscription plan to set
. . o O0(OFF)/1(Low)/2(Low)/3(Low)/4(Middle)/5(Middle)/
Settings Trigger Sensitivity 6(Middle)/7(High)/8(High)/9(High)
) . Range: 00:00:05 ~ 23:59:59
Settings Min Shot Interval OFF / ON (HH:MM:SS)
Settings Non-Bird Filter OFF / ON
. . Range: 12:00 PM ~ 12:00 AM
Settings Sleep Time OFF / ON (HH:MM ~ HH:MM)
Settings SD Card Loop OFF / ON
Settings Watermark OFF / ON
Settings Format SD Card Tap to format the TF card
Settings Restart Tap to restart the camera
Settings Remove Device Unbind the camera
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